
Krypton3
• SDF 1000 SerieS, Tier iii, 4-cylinDer, Turbo-chargeD engineS wiTh high-preSSure Fuel injecTion SySTem

• 16+16-SpeeD gearbox wiTh creep SpeeD or hi-lo anD ShuTTle

• 3-SpeeD pTo wiTh oil-immerSeD mulTi-DiSc cluTch: 540/540eco/1000

• open cenTre hyDraulic SySTem available wiTh TanDem pump wiTh  capaciTy oF 52 + 25 l/min anD Five 
remoTe valveS wiTh Flow conTrol

•  oil-immerSeD banD STeering brakeS wiTh Servo-aSSiSTeD hyDroSTaTic operaTion

• Driving poSiTion on FlaT plaTForm mounTeD on SilenT-blockS

• Dry or lubricaTeD Track chainS wiTh 6 rollerS per Track, To enSure a generouS FooTprinT

110  SIX110  SIX

Rely on us.
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NOTE: THE REVERSING SPEEDS ARE SLIGHTLY FASTER THAN THE CORRESPONDING FORWARD SPEEDS

TECHNICAL DATA KRYPTON3 110 SIX
n

engine SDF Tier iii
cylinders / Displacement n°/cm³ 4/4000
air intake Turbo/intercooled
power at rated engine speed (2000/25/ce) hp/kw 102/75
maximum power (2000/25/ce) hp/kw 102/75
engine rated speed rpm 2300
maximum torque nm 376
Speed at maximum torque rpm 1600
Torque increase % 21.3
cooling liquid-oil
engine control (governor) electronic
engine air filter Dry type with safety element and dust unloader
Silencer under hood with vertical exhaust pipe on ropS upright
Fuel tank capacity litres 130
crawler TrackS

Track chains
Dry

lubricated
rollers and track tensioners in oil bath
bottom rollers per track n° 6
carrier rollers per track n° 1
Shoes per track n° 40
Shoe width mm 450
Support surface area cm² 14292

Front ballast weights n°
8 x 40 kg front ballast weights
2+2 40 kg side ballast weights

DimenSionS anD weighTS
length mm 3472
width mm 1800
Track width mm 1350
ground clearance mm 400
wheelbase mm 1850
weight kg 5470

TranSmiSSion
gearshift clutch pedal-controlled
4-speed box with mechanical shift and 
full synchromesh, for 2 ranges 
+ hi-lo (min. speed: 1.33 km/h)

16 forward +16 reverse gears

4-speed box with mechanical shift and 
full synchromesh, for 2 ranges 
+ creeper (min. speed:  0.61 km/h)

16 forward +16 reverse gears

Shuttle mechanical synchronized
lubrication pressure, with transmission oil cooler
p.T.o. rear 
clutch oil-immersed multi-disc clutch 
Speeds rpm 540-540 eco-1000
control Servo-assisted hydraulic
brakeS anD STeering

Steering clutches oil-immersed multi-disc with servo-assisted hydrostatic 
operation

Steering brakes oil-immersed band brakes with servo-assisted hydrostatic 
operation

clutch and brake Sequential operation with levers under dashboard
Service brakes pedal-operated

hyDraulic liFT

rear lift
mechanical
with draft, position and mixed control

max. lifting capacity kg 3500
pump flow rate l/min. 52 + 25 with tandem pump
auxiliary hydraulic control valves n° ports 6/10 with flow control module
heavy-duty 3-point linkage 
(link arms and top link)

with fixed link ends
auto-hitch

Driving poSiTion
platform mounted on silent-blocks

ropS (roll bar)
with 4 uprights
roof and 4 work lights

gear levers located to right of driver
Shuttle lever located to right of driver
accelerator lever-operated with decelerator pedal

Driver seat
mechanically adjustable, with safety belt
with air suspension and safety belt

gearbox 16 FwD + 16 rev wiTh ShuTTle anD hi-lo - SpeeD in km/h aT 2500 rpm engine
1 l min 1 l 2 l min 2 l 3 l min 3 l 4 l min 4 l 1 h min 1 h 2 h min 2 h 3 h min 3 h 4 h min 4 h

1.15 1.38 1.49 1.79 1.92 2.32 2.83 3.40 3.66 4.40 4.76 5.76 6.14 7.39 9.04 11.07

gearbox 16 FwD +16 rev wiTh ShuTTle anD creeper gear - SpeeD in km/h aT 2500 rpm engine
1 l crp 2 l crp 3 l crp 4 l crp 1 l 1 h crp 2 l 2 h crp 3 l 3 h crp 4 l 4 h crp 1 h 2 h 3 h 4 h

0.40 0.52 0.66 0.98 1.38 1.84 1.79 2.39 2.31 3.08 3.40 4.20 4.78 6.22 8.03 11.07

The above specifications refer to tractors with all available equipment. For standard equipment and options,
refer to the current price list and ask your local dealer for details.


